






From recording to saving:  
a seamless workflow

One system, many options. 	

You can connect up to four different recording 

devices to MEDIALINK 100 and quickly switch be-

tween them at the push of a button. Choose your 

storage location from  various USB storage media 

such as a USB stick, external hard drive, one-card 

reader or the common folder of the practice net-

work.  A microphone port is also available to allow 

you to add comments to your videos.

Bringing order to the system landscape.   

MEDIALINK 100 can be integrated into the local 	

network (LAN) of your practice. Networking 

permits access to the patient files from anywhere 

in the practice. Staff members can access the 

newly-created images from a central folder and 

integrate them directly into the patient-manage

ment software. This seamless integration stream-

lines workflow saving time, space and money 

while eliminating the need for additional storage 

media.

Informative images and videos for  
effective patient communication

Operating comfort.  

You can conveniently control video and image 	

recording via remote control, front panel or the 

optional foot switch accessory which allows 

you to record and store images in a matter of 

seconds. 

The convenient filter and index functions make it 

easy to quickly navigate between various patient 

files to locate their image and video data after 

documentation. MEDIALINK 100 is extremely 

simple and intuitive: patient files can be quickly 

created and accessed. 

Images and videos can be quickly and easily saved on external 
USB storage media 

Network capability permits access 
from any location in the office
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Digital images and videos can serve a critical role in procedure documentation and in discussions with  

colleagues.  MEDIALINK 100 is an innovative, user-friendly solution which facilitates digital media collec-

tion.   An efficient image data management system, MEDIALINK 100 enables you to capture images and 

video from several video sources and transfer them directly to your preferred storage media.  Whether you  

choose to utilize external USB storage media or the integrated network capability, it is easy to display  

procedure images and videos in your treatment room.  The network capability further allows access to 

shared patient files from any location in the practice, streamlining workflow.  
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How MEDIALINK 100 improves  
image and video data management in your practice

	 User friendly: fast and easy operation via remote control, the front panel or the 	

   foot switch  

	 Intuitive: the clearly structured user guidance enables easy navigation, storage 	

   and access of images and videos

	 Efficient: connection to the practice network permits access to patient files from	

   anywhere in the practice

	 Safe: automatic allocation of all images and videos to the selected patient file 

	 Traceable: the Quadro mode allows visualization of the treatment routine  

	 Flexible: rapidly switch between four connected video cameras 

USB stick One-card  
reader

Loudspeaker

Treatment Room 1

Treatment Room 2

Physician‘s Office

Server

Microphone

Video camera

MEDIALINK 100
Microscope
with video 

camera

 Endoscope 
camera 

(S-Video)



Technical Data
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Carl Zeiss Surgical GmbH 

A Carl Zeiss Meditec Company 

73446 Oberkochen 

Germany 

Fax:	 +49 (0) 73 64 20-48 23

surgical@meditec.zeiss.com

www.meditec.zeiss.com/dentistry

www.meditec.zeiss.com/contacts

Storage formats	

� Images: JPEG, TIFF	

� Audio/video: mpg (program stream, 	

   MPEG2 MP@ML / MPEG1 Layer II)

Storage location 

� USB mass storage device (USB MSD)	

� Shared directory (network)

Video ports	

In:	 2x BNC, 2x S-Video, PAL/NTSC	

Out: 	 �1x BNC, 1x S-Video, PAL/NTSC 	

1x DVI-D Monitor

Audio ports  

In: 	 1x 3.5 mm jack socket	

Out: 	 1x 3.5 mm jack socket

USB ports 

� 1x USB 2.0 front, 2x USB back

� Integrated network connection 	

   LAN, RJ45 (10/100 Ethernet)

Internal loudspeaker 

200 Hz – 16 KHz, 1W

Operation	

� Front panel with membrane keys	

� Remote control with hot keys for direct selection 	

   of the function	

� Foot control panel with switch for single images 	

   or video recordings

� USB keyboard

Operating properties	

� Display of instrument status	

� Display of patient name and date

Housing dimensions  

H 75 x W 320 x D 340 mm

Delivery package  

MEDIALINK 100, remote control, USB stick, 	

S-video cable

Optionally available  

Foot switch, USB keyboard, S-video cable, BNC cable, 

DVI monitor cable, network cable, remote cable to 	

control motorized microscopes

Application images:  
Dr. med. Joachim Hornung, Erlangen, Germany MEDIALINK is a trademark of Carl Zeiss.




